


 

 

Dimensions

 
 

All Dimensions are in Inches

A P & C Duct Smoke Detector

Smoke Alarm Test Reset
Pilotl

Caution:  Removal of cover
exposes high voltage
terminals.  Disconnect power
before servicing

2.25” 

9.125”  

7.25” 

(2) 1/2" conduit
knockouts

Intake and
Exhaust
Connectors

Ordering Information

 
Smoke Detectors

 
A/SM-501 -       [     ]   

(N) - Ionization Detection Head  
(P) - Photoelectric Detection Head  

 Sampling Tubes
A/STS -     [     ] 
 

 (1.0) - Sampling tube for 6” to 1’ duct widths  
 (2.5) - Sampling tube for 6” to 2.5’ duct widths 
 (5.0) - Sampling tube for 2.5’ to 5’ duct widths 
(10.0) - Sampling tube for 5’ to 10’ duct widths 

 

Example:    A/SM-501-N     or     A/STS-2.5     or     A/SL-2000-N      or     A/SL-2000-P

A/SL-2000 - [     ] 

 (N) - Ionization Detection Head  
(P) - Photoelectric Detection Head

 

 

TEST               PORT
ALARM     PILOT

Model SL-2000-N
Ionization
Duct Smoke Detector

Warning: Disconnect
power befor servicing

13.50” 

4.50”

A/SL-2000

A/SM-501

2.25” 

(1) 1/2" conduit
knockouts

Intake and
Exhaust
Connectors

2305 Pleasant Veiw Rd.     Middleton Industrial Park     Middleton, WI 53562
PH: (608) 831-2585     FAX: (608) 831-7407 
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A/STN-   [      ]    (Sampling tubes for SL-2000 series) 
       
                   
                  

  (Sampling tubes for SM-501 series) 
       
                   
                  


