Product Data Semiconductor

A/592 Series
A/592-10K Series

Temperature
Sensor
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Automation Components, Inc.

Product Description

The A/592 Series semiconductor type temperature sensors provide

accurate temperature measurement and control. The A/592 provides a ;
248 to 378 UA output throughout the temperature range of -25 to 105°C ® System Specfic Sensor
(-13 to 221°F) and the A/592-10K uses a precision 10K (0.1%) resistor to
convert the current output to a three-wire 2.48 to 3.78 VDC output. ® UA and mV output

Attributes

ALIQINNH IAILY13H

These units are calibrated using a NIST traceable thermometer to ensure

Plate, Raw, Averaging, Strap-On, and Outside Air configurations. ® DDC Systems

the highest possible accuracy. Each unit will be individually calibrated épgllzul:\jt/lolnsa trial

and labeled with its offset never to exceed 2.2°C (4°F). ndustriz v
0

These units are offered in Room, Room with Setpoint, Room with ® Light Industrial ¢

Override, Room with Setpoint and Override, Duct, Immersion, Stainless m

The ACI/592 Series is covered by ACI's Five (5) Year Limited Warranty, which is located in the
front of ACI'S SENSORS & TRANSMITTERS CATALOG or can be found on ACI's web site, which is:
www.workaci.com.
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Product Specifications
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Supply Voltage +4 t0 30 VDC

Output A/592 - 248 to 378 UA

Output A/592-10K - 2.48 t0 3.78 VDC

Temperature Coefficient A/592 - 1 uA/°C (0.556 UA/°F)

Temperature Coefficient A/592-10K - 10 mV/C (5.556 mV/°F) >
Sensor Accuracy +/- 1.26°F @ 77°F (+/- 0.70C @ 25C) Q
Repeatability +/- 0.18°F (+/- 0.10°C) g
Linearity +/- 0.27°F_max from 32 to 158°F Z
Temperature Range -13 to 221°F (-25 to 105°C) m
Offset +/- 4°F max (+/- 2.2°C max)

For sensors with Display option, see the LCD Series cut sheet

Automation Components, Inc.
2305 Pleasant View Rd.
Middleton, WI 53562
PH: (608) 831-2585
FAX: (608) 831-7407
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Wiring Diagrams available at www.workaci.com







