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PXP100
Analog to Pneumatic Output
The PXP100 is an electric to pneumatic transducer which converts an analog electrical input signal to 
a proportional pneumatic output. The PXP100 will automatically modulate its control valve(s) to 
regulate the branch line pressure to the selected set point as determined by the input signal. The 
PXP100 o�ers four selectable input ranges which convert to a 0 to 100 psig modulating output. A 0-5 
VDC feedback signal indicating the resultant branch line pressure is also provided. This signal varies 
linearly with branch pressure (0 volts= 0 psig, 5 volts = 100 psig). The PXP100 incorporates two valves 
and does not use air at set point. It’s branch exhaust �ow and response time are not limited by an 
internal restrictor and are similar to its load rate. If power fails to the PXP100, branch line pressure 

remains constant if the branch line does not leak air. The PXP100 accepts ¼” OD rigid or semi-rigid metallic tubing using integral compression �tting, ferrule 
and nut.  A manual override (jumper selectable), which controls the output pressure, is provided for setup and troubleshooting. Custom calibration is 
available upon request for an additional charge. This will speed up installation time for the end user. 

Applications: Three-Way Mixing Valve Control, Pilot Positioner Control, Pneumatic Valve & Damper Actuator Control, Fan Vane Control, DDC Control, 
Above Ceiling Applications (mixing and VAV boxes)

The PXP is covered by ACI's Two (2) Year Limited Warranty. The warranty can be found in the front of ACI's Sensors & Transmitters catalog, 
as well as on ACI's website, www.workaci.com.

Supply Voltage:
Supply Current: 
Input Signal Source (@ Impedance):
Feedback Signal Output Range:
Output Pressure Range:
Air Supply Pressure:
Air Consumption:
Output Pressure Accuracy:
Manual / Auto Override:
Air Flow:

Filtering:
Pneumatic Connections:
Wire Size:
Terminal Block Torque Rating:
Operating Temperature Range:
Operating Humidity Rage: 
Storage Temperature:
Snaptrack Material:
Snaptrack Flammability Rating:
Product Dimensions:
Product Weight:
Agency Approvals:

24 VAC (+/-10%), 50 or 60Hz, 24 VDC (+10%/- 5%)
160 mA maximum, 200 mA on fail safe models
0-5 VDC @ 10,000 Ω  |  0-10 VDC @ 10,000Ω  |  0-15 VDC @ 10,000Ω  |  0-20 mA @ 250Ω 
0-5 VDC = Output Span
Field Calibration Possible: 0 to 100 psig (0-689.5 kPa) maximum
Maximum: 110 psig (758.4 kPa)  |  Typical: 102 psig (710.2 kPa) to 106 psig (730.8 kPa)
750 scim (12.29 liters)
1% full scale @ room temperature  |  2% full scale across operating temperature range 
MAN function = output can be varied  |  AUTO function = output is controlled from input signal
Supply valves @ 100 main (689.5 kPa)/95 psig (655 kPa) out, 750 scim (12.29 liters). 
Branch line requires 4 cubic inches (65.54 cc) minimum volume.
Externally by Customer
Accepts ¼” OD rigid or semi-rigid metallic tubing using integral compression �tting, ferrule & nut
16 (1.31 mm2) to 26 AWG (0.129 mm2)
0.5 Nm (Minimum); 0.6 Nm (Maximum)
35 to 120°F (1.7 to 48.9°C)
10 to 95% non-condensing 
-20 to 150°F (-28.9 to 65.5°C)
Polyvinyl Chloride (PVC)
UL94 V-0 
(L) 3.25” (W) 2.18” (H) 1.87” (82.55 x 55.37 x 47.49 mm)
0.47 lbs. (0.2126 Kg)  
RoHS2, WEEE
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ACCESSORIES
Model #

ENC1

Item #

102472

Description

20 Gauge Metal Enclosure, Designed to Hold Interfaces Products

-OR-Model # Example: 102472ENC1

STANDARD ORDERING
Model #

PXP100

Item #

105528

Description

Analog Input (0-5VDC), Pressure Output (0-100 PSI), Dual Valve, Maintains Branch Pressure

-OR-Model # Example: 105528PXP100

PXP100
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