
 

 

  
 

Interface DevicesInterface Devices

Attributes:
Portable and compact

Sealed keypad - dirt and 
   moisture proof

LCD display - user friendly 
   prompts

Generates analog and pulse 
   signal types for system 
   checkout

Instruction label on back of 
   PSG for connections and use

Applications:
Bench testing

Field testing

Troubleshooting

Training

Attributes:
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Sealed keypad - dirt and 
   moisture proof

LCD display - user friendly 
   prompts

Generates analog and pulse 
   signal types for system 
   checkout

Instruction label on back of 
   PSG for connections and use

Applications:
Bench testing

Field testing

Troubleshooting

Training

The PSG is a hand held programmable signal generator designed to simulate 
analog or pulse signals from controllers, sensors, and other building 
automation system components.  It is designed as an aid to speed up the 
process of system setup and calibration.  It is equipped with a removable 
cable with alligator clips for power and signal attachment.  User friendly
prompts on the LCD screen and a membrane switch keypad allow the user 
to set the output values.

The analog signal can be within the ranges of 0 to 10VDC or 0 to 20mA
and the analog output can be programmed to deliver an absolute value or a 
minimum/maximum toggle output. The Pulse output is capable of delivering 
an absolute, looping, or Duty cycle type pulse.  

The PSG is covered by ACI's Two (2) Year Limited Warranty, which is located in the front of ACI'S SENSORS 
& TRANSMITTERS CATALOG or can be found on ACI's Website, which is:  www.workaci.com.

Supply Voltage 24VAC or 24VDC, +/- 10%

Analog Output (Current Mode)
Current Span 0-20mA

PSG

Maximum Current 150mA (rms)
Fuse Two internal, 5 x 20 mm, 250V, fast acting

Product DataProduct Data

Product Description Product Description 

Product Specifications Product Specifications 

Automation Components, Inc.
2305 Pleasant View Rd.    

Middleton, WI 53562
PH: (608) 831-2585

FAX: (608) 831-7407

ID-44

Made in the USA

Automation Components, Inc.
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Programmable Signal Generator

Resolution 8 bit, 255 steps
Maximum Load 500 ohms
Accuracy +/- .2mA of entered output value
Analog Output (Voltage Mode)
Voltage Span 0 to 10VDC
Resolution 8 bit, 255 steps
Minimum Load 500 ohms

+/- 0.1 volt of entered output value
Pulse Output
Accuracy

Minimum Pulse Width 1 milliseconds
999.99 hours
0.01 to 999.99 in second, minutes, or hours
LCD, 2 rows of 16 characters

Maximum Pulse Width 
Limits 
Display 

Specify: PSG

Operating Temp/RH 32 to 120 deg F (0 to 48.9 deg C) / 5 to 95% non condensing

Wiring Diagrams available at www.workaci.com

Approvals RoHS


